faetano

Soho (FOLD/88S)

The London series translates the charm of traditional decorated cement
tiles into a contemporary language. The patterns seamlessly combine
floral and geometric themes in a color palette that is simultaneously
gentle and striking. The designs are crisp and clean, and then softened by
subtle shading that adds to the timeless effect of decorative concrete.

Nottinghill (FOLD/88N)

Whitechapel (FOLD/88W)

Mayfair (FOLD/88M)
Colors are intended as a guide only and may vary from actual tile. Sizes listed are nominal. Please check samples before making
final selection and to get actual dimensions for layout. See reverse side for additional product information.

(58)

Color

Bianco		

FOLD10

*Although Mayfair seems to be a “single
piece” pattern, be careful to put the
Charcoal & Sand in the same orientation
when installing.

Size (Non-Rectified)
8 x 8 Field

FOLD10/88

Décor (Non-Rectified)
8 x 8 Décor

FOLD/88-

Charcoal

Soho
FOLD/88S

Nottinghill
FOLD/88N

Mayfair*
FOLD/88M

Whitechapel
FOLD/88W

Sand

Trim
Made from field tile that has been cut, ground and reglazed.
2 x 8 Surface Bullnose FOLD10/SBN

Installation Information
Care should be taken during installation to make sure the tiles are
correctly placed to achieve the desired final look. The minimum
recommended grout joint is 3/32”. Please note that the material is
non-rectified. If using more than one item together (i.e. field and
decos), please check the caliber and be aware that you may have to
adjust the size of the grout joint to make your pattern work.

Physical Characterstics
Water
Absorption
≤ 0,05

Frost
Resistance
Resistant

Slip
Resistance
R9

PEI

DCOF

5

Wet ≥ 0.42

The Coefficient of Friction is a general guide only. Testing may vary with different production runs and with different testing labs. As noted in the American with Disabilities
Act (ADA) the coefficient of friction varies considerably due to facts not under the control of entities such as the manufacturers and distributors. These factors include, but
are not limited to, contaminants, slope of terrain, drainage conditions, adjacent surfaces, etc. Suitability for any installation can only be determined by a site examination of
all conditions that could affect the slip resistance of the tile being installed. Continual cleaning and maintenance must be performed once the tile has been installed.
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